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Uses normal thread which eliminates color matching issues as well as the need to buy expensive, 
special thread. 
Suitable for any types and sizes of buttons. 
Quick set up by user - friendly LCD monitor. 
Patented thread trimming with a knife. 
Tight knotting preventing the button from being detached. 
No needle or bobbin required. 
Simple adjustment between flat and shank buttons on the control panel. 
Number of wraps and knots per shank can be programmed. 
Productivity of 4,000 buttons per 8-hour shift on average.

Features

Number of Knotting

5 - 300

1 - 10 mm

230 V, 1Ph, 250 W

5 bar, 5.0 l/cycle

340 mm (L) x 260 mm (W) x 280 mm (H)

Initial: 1 - 2; Ending: 3 - 30

19 kgWeight

Crated Dimensions 400 mm (L) x 320 mm (W) x 380 mm (H)

20 kgWeight

Accuracy of illustration and description of equipment shown herein apply to products as manufactured at time of publication.

Application of the BSW-Mark III button shank wrapper includes suit 
jackets, outwear or any garment requiring a shank button.

Knott & Wrapp   ST18
Mode:    FastRun
Button:   Flat
Wrapping Freq:  025
Knoting Freq:    003
Button Hight:    003
Trimmer: ON    C.T: 0
Production:      0453
Status: OK
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