
US300UX7
TAPE EDGE
SEWING HEAD

Single Needle, Double Locked Chainstitch, 
Tape Edge Sewing Machine Head with 
C o m p o u n d  W a l k i n g  F o o t . 

New and Improved 300UX7 is the best 300U head 
availble on the market today.  Significant design 
improvements reduce internal parts usage and make 
it more reliable & productive than the competition.

401BSa-1



 Self lubricating bushings added
to the needle bar rock frame for
increased  stability, strength and
longevity without the use of oil.

          US300UX7
Design Improvements 

 Specially coated needle bar and
presser bar for longer life and
smoother movements without the
use of oil.

 Increased the eccentric of needle
bar crank for higher capacity.

SPEED...............................   Up to 3000SPM
STITCH LENGTH .............    4 - 6 SPI (6.4 - 4.2mm)
STITCH/SEAM ...................  401BSa-1
SEWING CAPACITY .........   Up to 9/16” (14.2 mm)
MATERIAL .........................  1/2” to 6” (12.7 to 152mm) 
NEEDLE .............................  62 x 59 (180/23) 
MIN MATTRESS HEIGHT ..  6” (152mm)
MAX MATTRESS HEIGHT..  26” (660mm)

 Lifting foot made thinner to avoid
contact between needle bar and
foot when sewing heavy material.


