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TOUGH & DELICATE

1-neele Lockstitch

PRODUCT INFORMATION
SEWING 01

DBx1




For Knitted Fabrics Straight blade and long tapered needle point reduce
DBxTKN penetration resistance.
K N I S F u TR Standard KN SF
S e rI e S | — Standard
DBx1SF — KN
— SF
1 ]
Package Indication
Solutions for Yarn breakage
Yarn twisting / pulling Needle mark
Down migration Mismatched fabric pattern
M S point _— > 1
M Straight blade
For For
general knits  fine knits
For Delicate Synthetic Fabrics Straight blade and SPI point reduce
penetration resistance.
N S - Standard NS Standard NS
S e rI e S Package Indication ' ‘ I ’
Solutions for Puckering o—
Yarn pulling Down migration ‘
HSPI point
M Long tapered needle point
M Straight blade
\ |
|
For a Variety of Knitted Fabrics S B
DBx1
u point ball
series
Package Indication
Widely For coarse
Solutions for Yarn breakage l adaptable knits
B Ball size selection ORGAN original: slim & small ball ~ Medium size
(@—
Ball point spreads fabric gently. U
ball
T Elastic knits
U -> 0 for under garments
o000 00 00
= = Large size
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For Extra Durability

DBx1
[ ]
F Dcoatlng
Package Indication

Solutions for
Wear Tip damage

ETitanium coating

5 Times increased durability Twice as strong as chrome

plating
[«—>{120ym
3 (HV) Hardness
Standard | 2,500
After 50 hours sewing — 2,000
Start
1,500
~f-25um oot 1,000
PD || T 500
After 50 hours sewing — 0 "
Start PD Chrome Nickel

For Needle Vibration and Deflection

°NY259ries ——

Package Indication

Solutions for

Skipped stitches Needle breakage

M Long tapered shape
M CLiff scarf
HSlim needle point

For Leather Sewing Requiring Delicate Seam

—'CUTseries

Solutions for

B Various cutting points

Package Indication

Needle mark l

For Anti-adhesion

I.Pcoating ——

Package Indication

Solutions for
Upper thread cut

Skipped stitches

Puckering Down migration

M Anti-adhesive coating
Less adhesive with special coating

Standard LP

Cliff scarf enables
stable loop formation.

Long tapered blade
reduces needle vibration.

Standard NY2 Stand:_ard NY2v
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Cutting Point
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