MITSUBISHI
ELECTRIC

Lock-stitch Machine with Automatic Under-trimmer (Compound Feed Type)

LU2-4410-B1T-CS
(Single-Needle)

LU2-4430-B1T

(Double-Needle)

* Optimum for stitching thick materials such as automobile seats, bags, and sofa sets.
* The CS machine has an improved feed dog and take-up motion for a better looking stitch.

* Operations are simplified with the large hand-wheel and touch back switch with release function.

* The sewing machine operability and function variations have been further improved by
the incorporation of the new LIMISERVO XC-G Series.

Model 4410-CS 4430
i Applications Car seats and Heavy material
Max. Speed (rpm) 2000
Max. Stitch Length (mm) 9
Foot Stroke (mm) Knee 16/Hand 8
Needle 135x17 #23
Hook Large
Standard 1/4
Needle Gauge Special 1/8, 5/32, 3/16, 5/16
— Special 3/8, 1/2,5/8, 3/4, 1
_: e : Pattern Selector Option: XC-G500Y
!r’-f" ' ﬁ Foot Lift AA-G200-PFL-15 (Air)
!” Weight 42kg (sewing head only)
Motor 220 volt XL-G554-20Y
Motor 110 volt XL-G554-10Y
Control Box 220 volt XC-GMFY-2005

Control Box 110 volt XC-GMFY-1005



